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TO RUN IN AN EAST/ WEST DIRECTION
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NOTE:

PHASES ASSOCIATED BY A DASHED LINE WiLL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

G | Z. PULL BACK INTER—CONNECT AND RE-ROUTH
AA. REMOVE EXISTING SIGN AND REPLACE wii'. NEW SIGN
BB. REMOVE EXISTING PAVEMENT MARKINGS :

80 CONDUIT — TRENCHED.

G.
H. CAP AND ABANDON EXISTING CON T,
J. INSTALL PAVEMENT MARKINGS At
K.
L. RELOCATE EXISTING SIGNAGE
M. EXISTING ISLANDS 7O BE REMOVED.
N
0
P. INSTALL HANDHOLE.
Q. DISCONNECT AND ABANDON LOOP WIRES
R. INSTALL NON—INVASIVE MICRO-PROBES
S.
T. INSTALL GROUND MOUNTED SIGN
U. REMOVE EXISTING NON~INVASIVE MICRO—PROBES
V. RELOCATE EXISTING SIGNAL HEAD. . . . i
W, UTILIZE EXISTING METERED SERVICE PEDESTAL
GEOMETRIC LEGEND
— = o= mmm == EXISTIN
PROPOSED
UTILITY LEGEND

SD SD STORM. DRAIN

G G GAS MAIN

W W WATER MAIN

S S SEWER MAIN

E E ELECTRIC CABLES

A A AERIAL CABLES

T T TELEPHONE CABLES

FO e FIBER—OPTIC

RIGHT-0F -WAY—-LINE

. INSTALL 12" HEAT APPLIED THERMO PLASTIC PAVEMENT MARKINGS— WHITE (CROSSWALK).
. INSTALL 24" HEAT APPLIED THERMO PLASTIC PAVEMENT MARKINGS— WHITE (S"OP LINE).

Y. REMOVE EXISTING LOOPS "AND INSTALL N Vi .O0OPS
THROUGH NEW CONBUIT

CC. REPLACE DECORATIVE SIDEWALK IN KIN{:

e

ETAILED ON SHEET 2 (TO BE INSTALLED' 3Y ROADWAY CONTRACTORY).
FURNISH AND INSTALL 10 “T BREAKAWAY PEDESTAL POLE WITH NEW 16" COUNTDOWN PEDESIRIAN SIGNAL HEAD, APS STATION AND PEDESTRIAN EDUCATION SIGN.

EXISTING ISLAND TO BE MODIFIED AND PULLED BACK WEST OF CROSSWALK (1¢ BE INSTALLED BY ROADW

.

. FURNISH AND INSTALL 10 FT. BREAK “WAY PEDESTAL POLE WITH 16" COUNTDOWN PEDESTRIAN SIGNALS, APS STATION AND PEDESTRIAN EDUCATION
INSTALL 37 PVC SCHED!: |
. USE EXISTING HANDHOLE (RELOCATE AT GRADE WHERE REQUIRED).

USE cx.STING BASE MOUNTED CABINET, CONTROLLER AND INSTALL 1—-4" AND 1-2" CONDUIT BENDS IN EXISTING CABINET BASE.
PROVIDE SIDEWALK RAMPS PER MSHA STD. NO 655.11 WITH DETECTABLE WARNING SURFACES PER MSHA STD. NO 655.40.
EWALKS HAVE BEEN DESIGNFD TO BE 12:1 MAX GRADE COMPLIANT
F..REMOVE EX'STING HANDHOLE. | |
INSTALL 3" PVC SCHEDULE 80 COMDUIT — BORED.

SIGN.
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CFHE WORKS UNDER THIS DESIGN SUBMIUTTAL INVOLVES ONLY THE INSTALLATION OF

PLEDESTRIAN FACILITIES FOR THE NORTH AND WEST APPROACHES AND ADDITIONAL
LOOP DETECTORS ALONG THE EASTBOUND LEFT-TURN APPROACH OF THE
INTERSECTION. : i

(%4

CTHE CONTRACTOR OF THE SIGNAL IMPROVEMENT WORKS SHALL COORDINATE WITH

FHE ENGINEER AND CONTRACTOR PERFORMING THE ROADWAY IMPROVEMENTS AND
RE-SURFACING OF MD 410 (EAST-WEST HIGHWAY), WHICH IS TO BE DONJ BY OTHERS.

3 VIDEOQ CAMERA/LOCATION ALIGNMENT SUALE BE COORDINATED WITH THL: S1A
ENGINELR. '

L PAVEMENT MARKINGS SHOWN ARE I LUSTRATIVE OKLY. PAVEMENT MARKINGS ARETO
BE PROVIDED BY OTHERS UNDLER SEPERATE APPROVAL AND PERMIT PER SHA

s

. PUSHBUTTONS ARE TO BLE LOCATED SO FUAT THEY CAN BE ACTIVATED BY A PERSON IN

A WHEELCHAIR FROM A 60" X 60" LEVEL LANDING AREA. A LEVEL LANDING ARTA TS
AN AREA WITH A CROSS SLOPE OF LESS THAN CREQUALTO 2 %.

6. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION
REQUIREMENTS OF MUTCD SEC. 4£.09 AND FIG 4112 AND THE NCHRP PUBLICATION,
"ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TG BEST PRACTICE". IF NOY MET. THIE
CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL A DESIGN WAIVER
IS OBTAINED, APPROVED BY THE DIRECTOR, OFFICE OF TRAFFIC AND SAFETY.

-1

. FIBER QOPTIC LINE TO BE RELOCATED PRIOR TO TRAVFFIC SIGNAL INSTALLATION.
CONTRACTOR TO VERIFY VIA TEST VT

8. PUSHBUTTON IS TO BE LOCATED SO THAT A PEDESTRIAN IN A WHEELCHAIR LOCATED ON THE LEVEL LANDING
AREA, DOES NOT HAVE TO REACH MORE THAN I8 N,

9. THE 10' SEPARATION BETWEEN PUSHBUTTONS 18 10 BE MEASURED FROM FACE OF PLSHBUTTON. TO FACK OF . :
PUSHBUTTON, NOT CENTER TO CENTER OF POLE. :

10. PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WEHIGH THEY ARE INTERDED. -

11 THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND-UTILITIES PRIOR TO INSTANING PROPOSED SIGNAL
EQUIPMENT. IF ANY UTILITY CONFLICTS ARISE, CONTRACTOR SHALL CONTACT 11+ PROJECT ENGINEER (5OTE:
FIBER OPTIC CABLE RUNS ALONG THE NORTHSIDE OF THE ROADWAY).

12.ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWAL i v i CURB GRADE FOR ¢ LOSED
SECTIONS, HIGHEST ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET Ci & «RANCES AS SPECIFIED IN MD
§16.03, MD 818.02, MD 818.04. THE CONTRACTOR Stial L VERIFY ULTIMATE GRADPS FIUOR TO THE INSTALE ATION OF

ALL SIGNAL EQUIPMENT.

13 THESE PLANS ARE APPROVED FOR CONSTRUCTION FOR A PERIOD OF ONE (1) YEAR ¢
SHOULD CONSTRUCTION NOT BEGIN WITHIN THIS TIMEFRAME, THESE PLANS St~
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